INNOVATIVE COATING SOLUTIONS TO PROTECT INDOOR & OUTDOOR SURFACES

Sample Evaluation Report

Ref number: NSCC/RD/2019-20/SER/LCS/02

lotus coating system

Date of Issue: 07/05/2019

Subject: Performance evaluation of LOTUS PERM SHINE-266: Durakote Pipeline Coating

Customer: Lotus Coating System

e Type of Analysis:

Material Characterization Yes No
Guideline Formulation No No
Equivalent to Standard Raw Material No No
Developing New Product . No No
Quality Control For Standard Raw Material | No No
e Material Characterisation
Batch
Material No Quantity
Durakote Pipeline Coating Part A
NA 500 ml
Durakote Pipeline Coating Part B
Sr. no. Test ASTM Results
Sr. no Test ASTM Results
il Pot life at 27°C (+/-2) ASTM D2471 60 minutes
2 WEFT ASTM D4414 170-180 pm
3 DFT ASTM D1186 125-150 pm
Surface Dry: 1 hours
4 Drying time ASTM D1640 Touch Dry: 3.5 hours
Full dry: 24 hours
5 g : ASTM D 4060 C-17 | Wt.loss—53.3 mg @ 1000 cycles
Abrasion resistance
wheel @ 500 gm load | Wt. loss—96.7 mg @ 2000 cycles
Solid content by weigh | ASTM D2369 79.47 %
7 Pull-off adhesion ASTM D4541 7.98 MPa
Shore Hardness ASTM D 2240 85
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